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how to use the scanner 



This manual describes how to use the hp Scanjet 5590 digital flatbed scanner 
and its accessories, resolve installation problems, and reach customer support. 

For installation and setup procedures, see the setup poster. For scanning-software 
procedures, see the HP Photo & Imaging software Help. 

install the scanning software 

Choose from the following three options when installing the scanner software. 



Software options 


Description 


HP Photo & Imaging 
Software 

(most users choose 
this option) 


• Requires 1 60 megabytes (MB) of disk space 

• Offers a complete software solution for document and 
photo management and enhancement 

• Can scan slides and negatives 

• Enables front-panel scanner buttons 

• Includes TWAIN connectivity to the most popular imaging 
software programs 


HP Commercial 
Scanjet 5590 
TWAIN 


• Requires 20 MB of disk space 

• Can be used with document management or customized 
business software 

• Offers TWAIN contrast and brightness capabilities 

• Offers improved two-sided scanning performance 

• Does not offer front panel scanner button functionality 

• Cannot scan slides and negatives 


HP Photo & Imaging 
Software and 
HP Commercial 
Scanjet 5590 
TWAIN 
(both software 
programs can be 
installed) 


• Requires 1 80 MB of disk space 

• Can scan slides and negatives 

• Enables front-panel scanner buttons 

• Includes TWAIN connectivity to most popular imaging 
software programs 

• Includes commercial TWAIN for document management 
and customized business software 



4- 



See the Readme file on your CD for more information about the TWAIN drivers. 
To learn more about TWAIN, you can also visit http://www.twain.org. 
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how to use the scanner 



front panel and accessories overview 



This section presents an overview of the scanner front panel, the transparent 
materials adapter (TMA), and the automatic document feeder (ADF). 



Feature 


Description 




Scan Document button 


Scans an original document to a software program where it can 
be edited or reformatted. 




Ce~ A M DlfTI IDC \-i i itlAn 
gLAN rlLIUKt DUTTOn 


Scans the picture to the HP Photo & Imaging Gallery. 




File Documents button 


Scans the original document to be saved on a disk or CD in a 
aesignatea file tormat (Tor example, .rur, .Mr, or .nl/ViLj. 




E-MAIL button 


Scans the item by using settings that are optimized for e-mail, 
and sends the scan to your e-mail software (if the software is 
supported). 




Copy button 


Scans the item and sends it to a printer to make copies. 


i 


Number of Copies button 


Selects the number of copies to be printed with the COPY button. 


oo 
•o 


Color/Black & White copy 
button 


Determines whether items will be scanned in color or in black 
and white when you press the COPY button. 


(!) 


Power Save button 


Turns off the scanner lamp, the LEDs, and the LCD. 


@ 


Cancel button 


Cancels a scan while the scanner is scanning, or cancels a 
series of scans from the automatic document feeder (ADF). 


oo 
an 


2-digit LCD 


Indicates the number of copies that will be printed when you 
press the COPY button. Also shows error codes that identify 
scanner problems. 



automatic document feeder (ADF) 

The hp Scanjet 5590 digital flatbed scanner has an automatic document feeder 
(ADF) that you can use to scan multiple documents quickly and easily. For more 
information about the ADF, see how to scan from the automatic document feeder 

on page 7. 

transparent materials adapter (TMA) 

You can use the transparent materials adapter (TMA) to scan 35 mm slides or 
negatives. For more information about the TMA, see how to scan slides and 
negatives on page 9. 

scanning overview 

You can start scanning in one of three ways: from the front-panel buttons, from 
the HP Director, or from other software programs. 

Macintosh users: See the HP Photo & Imaging software Help for 
information about scanning procedures. 



user s manual 
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Chapter 1 

scan from the scanner front-panel buttons 

The front-panel buttons on the scanner provide shortcuts to frequently used 
scanning functions, such as scanning documents and pictures. Instructions for 
using the front-panel buttons are located in this manual. 

Note: The HP Photo & Imaging software must be installed to use the front- 
panel buttons and the TMA. 

scan from the HP Director 

Scan from the HP Director when you want more control over your scan, such as 
when you want to preview the image before the final scan. 

To start the HP Photo & Imaging software, double-click the HP Director icon on 
the desktop. The HP Director window appears. From this window you can scan, 
view, or print images; use online Help; and more. 

If the HP Director icon is not on the desktop, on the Start menu, point to Programs 
or All Programs, point to Hewlett-Packard, point to the name of your scanner or 
to Scanners, and then click Photo & Imaging Director. 

Note: The HP Director is available only when the HP Photo & Imaging 
software is installed. 

scan from other software programs 

You can scan an image directly from an open file in one of your software 
programs if the program is TWAIN-compliant. Generally, the program is 
compliant if it has an option such as Acquire, Scan, or Import New Object. If you 
are unsure whether the program is compliant or what the option is, see the 
documentation for that program. 



select original types 



You have two choices for original type: Document or Picture. The scanner 
optimizes settings based on your choice. Use the following guidelines to 
determine the best original type for your needs. 



If your original consists of 


Select this original type 


Text, or both text and graphics 


Document 


A printed photograph or graphic 


Picture 



scan documents 

Use the SCAN DOCUMENT button 



to scan documents. 



hp Scanjet 5590 digital flatbed scanner 
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how to use the scanner 

Place the originals face-down on the scanner glass, as indicated by the 
reference mark, or face-up in the ADF. 




3 
4 



Press the SCAN DOCUMENT button ( gpps). The What are you scanning? 

dialog box appears. 

Choose the appropriate settings, and then click Scan. 

When you are finished scanning, click Done. The software sends the 
scanned file to the specified location. 

Note: If you want to preview scans before they are sent to their destination, 
see preview a scanned image. 

Note: To create a searchable PDF from your scan, select the Scan for 
editable text (OCR)? option in the What are you scanning? dialog box. 
When you are done scanning your document, save it as a PDF. For more 
information about OCR scanning, see scan text for editing on page 6. 



scan pictures 



i to scan printed photos, graphics, slides, or 



Use the SCAN PICTURE button ( 
negatives. 

1 Place the original face-down on the scanner glass, as indicated by the 
reference marks, and close the lid. 

2 Press the SCAN PICTURE button ( np>). 

3 When you are finished scanning, click Done. The image is scanned into 
the HP Photo & Imaging Gallery. 

Note: If you want to preview scans before they are sent to their destination, 
see preview a scanned image. 

Tip: The HP Scanning software can automatically correct your 
pictures or restore faded colors in old pictures. To turn picture 
correction on or off, select Auto Correct Photos from the Basic 
menu of the HP Director, and then choose the options you want. 



preview a scanned image 



By default, the software does not prompt you to preview the scan when you use 
any of the front-panel buttons on the scanner. 

If you want to preview the scanned file, either begin the scan from the 

HP Director instead of using the buttons on the front of the scanner, or change 

the button settings in the HP Director to allow previews. 



user s manual 
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Chapter 1 



For more information about changing button settings to preview scans, see 
preview a scanned image in the online Help. 

Note: There is no preview image for the copy function. 



save a document to a disk or CD 



Use the FILE DOCUMENTS button 
such as a hard disk or a CD. 

1 



to save scanned documents to a disk, 



Place the original face-down on the scanner glass, as indicated by the 
reference marks, or face-up in the ADF. 

2 Press the FILE DOCUMENTS button ( |S3 ). The What are you scanning? 

dialog box appears. 

3 Choose the appropriate settings, and then click Scan. 

4 When you are finished scanning, click Done. The Save As dialog box 
appears. 

5 Select a folder in the Save As dialog box, type a file name, and then select 
a file type. Click OK. The software saves the document to the specified 
folder. 

Note: If you want to preview scans before they are sent to their destination, 
see preview a scanned image on page 4. 



e-mail a scanned document or picture 



Use the E-MAIL button (=jj5 ) to scan documents or pictures and insert them in an 
e-mail message as an attachment. You must have an Internet connection and a 
supported e-mail software program. 

1 Place the original face-down on the scanner glass, as indicated by the 
reference marks, or face-up in the ADF. 

2 Press the E-MAIL button (=jjl). The What are you scanning? dialog box 
appears. 

3 Choose the appropriate settings, and then click Scan. 

4 When you are finished scanning, click Done. Your e-mail program opens 
and the scanned file is attached to an e-mail message. 

5 The E-mail attachment dialog box appears. Type a file name, and then 
select a file type. Click Continue. Follow the on-screen instructions. 

6 Use your e-mail program to complete and send the e-mail. 

Note: To view the scanned image before you e-mail it, double-click the 
attachment in your e-mail software. 

To change the e-mail program, open the HP Director, and then select E-mail 
Settings in the Settings drop-down list. The Email Settings dialog box appears. 
Select the e-mail program that you want to use, and then click OK. 



print copies 



Use the COPY button 



to scan an original and send it to a printer. 



hp Scanjet 5590 digital flatbed scanner 
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how to use the scanner 



1 Place the original face-down on the scanner glass, as indicated by the 
reference marks, or face-up in the ADF. 

2 Select the copy options: 

- Select the number of copies by pressing the NUMBER OF COPIES 
button ([^). The number of copies appears in the front-panel display. 

- Select how the original is scanned by pressing the COLOR button (OO) 
or Black & White button [mo )■ 

3 Press the COPY button ( t§5S ). The copies are printed on the default printer. 

Note: To change any copy settings, such as size, darkness, or the printer, 
click Cancel during processing. The hp copying dialog box appears and 
allows you to change settings. 

Note: There is no preview image for the copy function. 



cancel a scan 



Press the CANCEL button ( @ ) to cancel a scan in progress, or to cancel a series 
of scans when you are scanning from the ADF. 



use the Power Save button 



Use the POWER SAVE button ( (!) ) to turn off the lamp when you are not using 
the scanner. When you press the POWER SAVE button ( (!) ), the scanner lamp, 
the small indicator lights, and the front-panel display turn off. 

To use the scanner again, press any button on the front panel or start a scan from 
the HP Director. After a short warm-up cycle, the scan begins. 

Your scanner automatically goes into Power Save mode after 1 5 minutes of non- 
use. To change this to one hour, open the HP Director, and click Settings. Click 
Scan Preferences, and then click the Quality vs. Speed tab. Select the Extend 
lamp timeout check box. The scanner stays on for one hour before going into 
Power Save mode. 



change settings 

You can change many scan settings from the HP Photo & Imaging software. 
These include button settings, preferences for automatic exposure, and file 
destination. Open the HP Director, make sure that the hp Scanjet 5590 digital 
flatbed scanner is selected, and then click Settings. 



scan text for editing 

The scanner uses optical character recognition (OCR) to convert text on a page 
to text that you can edit on your computer. The OCR software is installed 
automatically when you install the HP Photo & Imaging software. 

For information about using the OCR software, see scan text for editing in the 
online Help. 
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how to scan from the automatic 
document feeder 



This section explains how to use the automatic document feeder (ADF) for the 
HP Scanjet 5590 scanner. 



The ADF works best when the originals meet the following specifications. If the 
originals do not meet these criteria, scan from the scanner glass. 

• For one-sided scanning, you can use legal-size paper: 210 mm by 
355.6 mm (8.5 by 14 inches). 

• For two-sided scanning, use A4-size or letter-size media. The ADF cannot 
scan both sides of a document smaller than 1 27 mm by 1 27 mm (5 by 

5 inches) or larger than 21 0 mm by 304.8 mm (8.5 by 1 2 inches). 

• Custom-size media ranging from 88.9 mm by 1 27 mm (3.5 by 5 inches) to 
216 mm by 356 mm (8.5 by 14 inches) can be scanned with the one- 
sided option. 

Tip: To scan both sides of a legal-size document, 21 6 mm by 
356 mm (8.5 by 14 inches), scan one side in the ADF, turn the 
document over, and then scan the other side in the ADF. 

• Media weights from 60 to 90 grams per square meter (g/m 2 ) (16 to 



• Media that does not contain perforations or punch holes. 

• Media that does not contain wet glue, correction fluid, or ink. 

Note: Avoid putting multipart forms, transparencies, magazine pages, gum- 
backed pages, and lightweight paper in the ADF. 

Before placing an original in the ADF, check for and remove curls, wrinkles, 
staples, paperclips, and any other attached material. 



1 Place a stack of similarly sized documents face-up in the document input 
tray, with the first page on top. 



Load a document and center it in the ADF tray 

2 Adjust the paper guides to center the stack. 

3 Press a scanner button or use the HP Director to begin scanning. Follow the 
instructions on the computer screen to finish scanning. 



choose acceptable media for the ADF 



24 lbs). 



load originals in the ADF 
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how to scan from the automatic document feeder 

scan two-sided documents from the ADF 

When you scan documents from the ADF, the What are you scanning? dialog 
box appears. Select Yes, scan both sides for two-sided scanning. 

The ADF is unable to scan both sides of documents longer than 1 2 inches. To 
scan longer two-sided documents, you must set the ADF to scan only one side at 
a time. To change this setting, clear the Yes, scan both sides option in the What 
are you scanning? dialog box. 

One-sided scanning is the default method for the ADF. To change this default to 
two-sided scanning, open the HP Director, click Settings and then click Scan 
Preferences. Click the Automatic tab, and then select the setting that you want to 
assign as the default. 

Note: Use A4- or letter-size media for two-sided scanning. The ADF cannot 
scan both sides of a document smaller than 1 27 mm by 1 27 mm (5 by 
5 inches) or larger than 21 0 mm by 304.8 mm (8.5 by 1 2 inches). 

If you are acquiring your scan from an imaging software program using TWAIN, 
the Commercial Scanjet 5590 TWAIN software offers additional capabilities for 
brightness and contrast, and improved performance and control for two-sided 
scanning. For more information about installing the Commercial Scanjet 5590 
TWAIN software, see install the scanning software on page 1 . 



make copies from the ADF 



You can use the Copy button ( ) to scan multiple originals from the ADF and 
send them to a printer. The copy function defaults to the setting used the last time 
you made copies. For two-sided copies, open the HP Director, and then click 
Make Copies. Select the Duplex option in the hp copying dialog box. For more 
information, see print copies on page 5. 
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how to scan slides and negatives 



This section contains information about setting up and using the transparent 
materials adapter (TMA) to scan slides and negatives. You can use the TMA to 
scan 35 mm slides or negatives. 

tips for scanning transparent items 

• To scan items larger than those that the TMA accepts, place the 
transparency on the scanner glass, place a white sheet of paper on top of 
the transparency, and then scan as usual. 

• When scanning a 35 mm slide or negative, the scanner software 
automatically enlarges the image to approximately 11 cm by 1 5 cm (4 by 
6 inches). If you want the final image to be larger or smaller, use the Resize 
tool in the scanner software to set the scaling to the final size that you 
want. The scanner will scan the item at the proper resolution and 
enlargement for the size that you select. 

• To scan 35 mm slides or negatives by using the TMA, press the SCAN 
PICTURE button ( gjpi) on the front of the scanner, or click Scan Picture in 
the HP Director. 

set up the TMA 

The TMA includes a light source, a positioning plate, and media holders that are 
placed directly on the top of the scanner glass. Make sure you have all the 
components of the TMA. 




TMA components 

1- Negative light shield 

2- Negative holder 

3- Positioning plate 

4- Slide light shield 

5- Light source and slide holder 

to connect the TMA cable to its port on the scanner 

1 Disconnect the power cable from the scanner. 

2 On the back of the scanner, find the round TMA port. 

3 Holding the TMA cable by its free end, align the connector so that the 
arrow is on the top side. 
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how to scan slides and negatives 



Gently insert the connector into the TMA port. 

Caution! Do not force the cable into the TMA port. Forcing the 
cable can bend or break internal pins. 

Reconnect the power cable. 




TMA cable and port 



scan slides or negatives 



To scan standard 35 mm slides or negatives, use the TMA light source and the 
positioning plate. For negatives, you need the negative holder. When scanning 
fewer than three slides, you will need the slide light shield; when scanning fewer 
than four negative frames, you will need the negative light shield. 

to start the scanning process 

1 Place the positioning plate on the scanner glass, and match the reference 
mark on the plate to the reference mark on the scanner. 




Place the positioning plate on the scanner glass 

2 Insert slides or negatives into the TMA light source. 

to load slides into the TMA light source 

1 Insert up to three slides into the slide holder on the bottom side of the TMA 
light source. 

Note: Make sure that the shiny side faces the scanner glass when the TMA 
light source is in the position on the scanner glass. (The emulsion side is 
dull.) 

2 If you are scanning fewer than three slides, insert the slide light shield after 
you load the last slide. 




Insert a slide into the slide holder with a slide light shield 



user s manual 
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to load negatives info the TMA light source 

Load a negative strip into the negative holder. 

Note: Make sure that the shiny side faces the scanner glass when the TMA 
light source is in position on the scanner glass. (The emulsion side is dull.) 

Caution! Negatives are easily damaged. Touch them only on their 
edges. 

If you are scanning a negative strip with fewer than four frames, insert the 
negative light shield after you load the negative strip. Use the arrow icons 
on the negative light shield to position it correctly. 

Slide the negative holder into the slide holder on the bottom side of the 
TMA light source. 




1 - Load the negative strip into the negative holder with a negative light shield 

2 - Slide the negative holder into the slide holder of the TMA light source 

Note: The negative holder is stored in the TMA light source, within the slide 
holder. 




to complete the scanning process 

1 Place the TMA light source into the positioning plate with the slides or 
negatives facing down. The TMA cable should fit in the groove that is on 
the same end of the positioning plate as the reference marks. 




Place the TMA light source on the positioning plate 

2 Press the SCAN PICTURE button ( Bfe) on the front of the scanner. 



hp Scanjet 5590 digital flatbed scanner 
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how to scan slides and negatives 

In the scan preview, select the area of the slide or negative that you want to 
scan. Click and hold the selection handle that you want to move and adjust 
the area to frame the final scan area of the image. 




Final scan area 

Note: For information about rotating the image, adjusting color or size, or 
making other changes to the image, see adjust an image during the 
preview in the HP Photo & Imaging software Help. 

4 Click Accept when the image adjustments are complete. 

To keep the TMA light source on beyond the default period, select the Extend 
lamp timeout setting in the software. Open the HP Director, click the Settings 
menu, click Scan Preferences, and then click the Quality vs. Speed tab. 
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care and maintenance 



This section presents information about how to care for and maintain the scanner. 

Occasional cleaning of your scanner helps ensure optimal performance. The 
amount of care necessary depends upon several factors, including the amount 
of use, the type of media that is fed through the ADF, and the environment. You 
should perform routine cleaning as necessary. 

Routine cleaning and maintenance should include cleaning the scanner glass, 
the TMA, and the ADF. 

Caution! Avoid placing items that have sharp edges in the 
scanner. Doing so can damage the scanner. Before placing an 
item on the scanner glass, make sure that the item does not contain 
wet glue, correction fluid, or other substances that can be 
transferred to the glass. 



clean the scanner glass 



Disconnect the universal serial bus (USB) cable and power cable from the 
scanner. 

Clean the glass by using a soft, lint-free cloth that has been sprayed with a 
mild glass cleaner, and dry the glass with a dry, soft, lint-free cloth. 

Caution! Use only glass cleaner. Avoid abrasives, acetone, 
benzene, and carbon tetrachloride, all of which can damage the 
scanner glass. Avoid isopropyl alcohol because it can leave 
streaks on the glass. 

Do not spray the glass cleaner directly on the glass. If too much 
glass cleaner is applied, the cleaner could run to the edges and 
damage the scanner. 

When you have finished, reconnect the USB cable and power cable to the 
scanner. 

Note: For instructions about how to clean the underside of the scanner 
glass, visitwww.hp.com/support. 
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clean the TMA 



Clean the TMA with a dry, soft cloth. If necessary, lightly spray the cloth with 
glass cleaner and wipe the TMA. 



clean and maintain the ADF 



The ADF requires periodic cleaning depending on the amount of use and the 
type of media that is fed through it. Use an HP ADF cleaning cloth to clean the 
ADF when vertical streaks appear in images scanned by using the ADF, when 



ml 
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care and maintenance 

media running through the ADF is dusty or dirty, or when the environment is 
dusty. If you use the ADF several times per week, monthly cleaning is 
recommended. Set up a cleaning routine that is appropriate for your scanner. 

Use the following methods to clean the ADF: 

* run the cleaning cloth through the ADF 

* clean the ADF window 

* clean the feed-roller assembly manually 

run the cleaning cloth through the ADF 

1 Open the sealed container, starting at the notch. Take care not to tear the 
cleaning cloth that is inside. 

2 Remove the cleaning cloth and unfold it. 

3 Place the unfolded cloth into the paper input tray. 

4 Press the SCAN DOCUMENT button ( \ggs>). 
The cleaning cloth runs through the ADF. 

Caution! Wait two minutes to allow the components to dry before 
proceeding to the next step. 

5 Place up to five pages of printed paper in the paper input tray. Scan and 
view the results. 

6 If streaks still appear, repeat steps 3 through 5. 

The cleaning cloth can be cycled through the ADF up to five times. 

Note: If you still have streaks in your scanned image after running the 
cleaning cloth through the ADF, you might need to clean the ADF window. 



clean the ADF window 



If streaks exist on your scanned images, cleaning the ADF window might solve 
the problem. Use the following steps to remove the clear ADF window, clean it, 
and replace it in the ADF. 

1 Unplug the power cord and the connector from the scanner to the ADF. 




2 Remove the ADF from the scanner by opening the ADF and lifting it straight 
up. 

3 Unlock the ADF window. 

a. Locate the clear ADF window containing the blue-green rectangles on 
the underside of the ADF. 

b. Press down one of the tabs next to the blue-green rectangle. 

c. Pull the blue-green rectangle toward the closest end of the scanner. 
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Chapter 4 



d. Repeat these steps for the other tab and blue-green rectangle. 




4 Remove the ADF window from the ADF. 




5 Wipe the clear plastic area with an HP ADF cleaning cloth or a clean, dry 
lint-free cloth. Clean both sides before replacing. Make sure that each side 
is dry and free of spots. 




6 Replace the ADF window. 

a. Gently lift the edge of the large gray plastic film attached to the bottom 
of the ADF. 

b. Slide the clear side of the edge of the clear ADF window under the 
gray plastic film. 

c. Slide the clear ADF window forward until it clicks into place. 

d. Make sure that the small blue-green rectangle at the center of the optic 
latches underneath the gray tab and not above the tab. 




7 Place the ADF on the scanner. 



15 
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care and maintenance 

8 Connect the ADF connector to the scanner, and then connect the power 
cord to the scanner. 

9 Use the ADF to scan up to five documents. View the results. If streaks still 
exist on the scanned images, call HP Customer Support. It may be 
necessary to order a new clear ADF window/optic assembly (C991 5- 
60011). 



clean the feed-roller assembly manually 

1 Open the hatch, and then lift the green tab to the fully open position. The 
feed-roller assembly should be in a nearly vertical position. 



3 
4 
5 




Lift the green tab to expose the feed rollers 

Use an HP ADF cleaning cloth (C991 5-60056) to clean each of the feed 
rollers and the small rubber pad that is located below the rollers. 

Note: If you do not have the HP ADF cleaning cloth, use a lint-free cloth that 
has been dampened with isopropyl alcohol. 

Wipe the area around the small rubber pad to remove any paper dust. 
Lower the green tab and feed-roller assembly. 
Close the hatch 



maintain the ADF 

If misfeeds are occurring frequently follow these steps: 

1 Clean the feed-roller assembly manually. See clean and maintain the ADF. 

2 See the online Help for information about resolving ADF problems. 

3 If the misfeeds continue, order and install the ADF Roller Replacement kit 
(C9937-68001 ). The ADF Roller Replacement kit contains a roller 
mechanism, a separation pad, new screws for the separation pad and 
replacement instructions (see order maintenance supplies for more 
information). 

order maintenance supplies 

You can purchase maintenance parts online atwww.hp.com/support/ 
scannersupplies. Items such as HP ADF cleaning cloths or the ADF Roller 
Replacement kit are available for worldwide delivery. 
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troubleshooting 



This section contains solutions for common problems with the scanner, the 
automatic document feeder (ADF), and the transparent materials adapter (TMA). 

scanner installation or setup problems 

This section contains solutions for installation and setup problems. 

check your computer 

• Make sure that your computer meets the minimum system requirements, 
which are listed on the scanner box and in the scanner installation or setup 
problems section of the online Help file. 

• If you do not have enough hard-disk space, remove unnecessary files or 
install the software on a different disk drive. 

use administrative privileges 

If you are installing the scanner on a Microsoft® Windows® 2000 or 
Windows XP computer, you must be logged on as an Administrator. See your 
operating system Help for how to log on as an Administrator. 

use a valid folder 

On a Microsoft Windows computer, if you receive a message such as 
"Destination Directory Is Invalid" or "Program Folder Is Invalid" during 
installation, you might not have read/write permissions to that folder. 

check the cables 



4- 



Cable type 



Action 



Power 
cable 



The power cable is connected between the scanner and an AC 
outlet. 

• Ensure that the power cable is securely connected between the 
scanner and a live electrical outlet or surge protector. 

• If the power cable is connected to a surge protector, ensure 
that the surge protector is plugged into an outlet and turned 
on. 

• Disconnect the power cable from the scanner and turn off the 
computer. After 60 seconds, reconnect the power cable to the 
scanner and then turn on the computer, in that order. 
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troubleshooting 



Cable type 



USB 
cable 



Action 



The USB cable is connected between the scanner and the 
computer. 

• Use the cable that was included with the scanner. Another 
USB cable might not be compatible with the scanner. 

• Ensure that the USB cable is securely connected between the 
scanner and the computer. 

For additional USB troubleshooting information, see 
www.hp.com/support, select your country/ region, and then use 
the search tool to find USB troubleshooting topics. 



Macintosh users: Use the Apple System Profiler to make sure that the 
scanner is connected to the computer correctly. 

scanner initialization or hardware problems 

This section contains solutions for initialization and hardware problems, 
reset the scanner 

• If you receive an error message similar to "Scanner initialization failed" or 
"Scanner not found" when trying to use the scanner, use the following 
procedure: 

Close the HP Scanning software if it is open. 
Disconnect the cable that connects the scanner to the computer. 
Turn the scanner off by disconnecting the power cable. 
Turn the computer off, wait 60 seconds, and then turn the computer on 
again. 

Turn the scanner on by reconnecting the power cable. 
Reconnect the cable that connects the computer and the scanner (use a 
different USB port on the computer if possible). 

• A "00" in the LCD on the front panel of the scanner indicates that a USB 
connection error has occurred. Check that the USB cable is securely 
connected between the scanner and the computer. 

• Make sure that the USB cable is connected to the back of the scanner 
correctly. The USB symbol on the end of the cable (the connector) should 
be facing up. When connected correctly, the USB connector will feel 
slightly loose. When connected incorrectly, the USB plug will feel overly 
tight. 

• Try connecting the USB cable to a different USB port on your computer. 

If the scanner still fails to initialize, run the Repair utility (Windows computers 
only). For more information about the Repair utility, see scanner has stopped 
working properly. 



a. 
b. 
c. 
d. 



f. 
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Chapter 5 



scanner has stopped working properly 



additional troubleshooting information 



To solve other problems with the scanner, use the Help system. To gain access to 
the Help, open the HP Director, click Help, and then click HP Scanjet 5590 
scanner help. This Help system provides information about the HP Scanjet 5590 
scanner as well as information about the HP Photo & Imaging software itself. 



If the scanner stops scanning, complete the following steps, in order. After each 
step, start a scan to see if the scanner is working. If the problem continues, 
proceed with the next step. 

• A cable might be loose. Ensure that both the USB cable and power cable 
are securely connected. 

• Unplug the power cable from the power source, wait 60 seconds, and then 
plug it back in. 

• Restart your computer. 

• A software conflict might exist on your computer. You might need to 
reinstall the HP Photo & Imaging software. To do this, run the Repair utility 
(Windows computers only). 

a. Click Start, click Settings, and then click Control Panel (in Windows XP, 
click Start, and then click Control Panel). 

b. Click Add/Remove Programs, and then select the HP Photo & Imaging 

software. 

c. Click Add/Remove (or Change, depending on your version of 
Windows). 

d. Follow the instructions on the computer screen, and then click Repair. 

• Install the scanner on another computer. This helps determine whether the 
problem is related to the computer or to the scanner. 

If the scanner still does not work, visit www.hp.com/support or contact 
HP Customer Support. For more information about support, see product support 

~^$J~ on page 20. ' ' 
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product support 



This section contains support information, including phone numbers and website 
information. 



accessibility website 



Customers with disabilities can get help by visiting www.hp.com/hpinfo/ 
community/accessibility/prodserv/. 



hp Scanjet website 



Visit www.hp.com for a variety of information: 

learn tips for scanning more effectively and creatively 
gain access to HP Scanjet driver updates and software 
register your product 

subscribe to newsletters, driver and software updates, and support alerts 
purchase accessories 



support process 



The HP support process works most effectively if you perform the following steps 
in the order specified: 

1 Review the electronic Help for the software and scanner, including the 
Troubleshooting section. 

2 Go to the HP Consumer Support Website for support. If you have access to 
the Internet, you can obtain a wide range of information about your 
scanner. Visit the HP website for product help, drivers, and software 
updates at www.hp.com/support. The HP Consumer Support Website is 
available in the following languages: Dutch, English, French, German, 
Italian, Portuguese, Spanish, Swedish, Traditional Chinese, Simplified 
Chinese, Japanese, Korean. (Danish, Finnish, and Norwegian support 
information is available in English only.) 

3 Use HP e-support. If you have access to the Internet, connect with HP via e- 
mail by going to www.hp.com/support. You will receive a personal reply 
from an HP Product Support technician. E-mail support is available in the 
languages listed at that website. 

4 Contact your local HP dealer. If your scanner has a hardware failure, take 
it to your local HP dealer for a solution. Service is free during your 
scanner's limited warranty period. After the warranty period, the dealer 
will quote a service charge. 
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Chapter 6 



Contact the HP Product Support Center for support by phone. Please 
consult the following website to check the details and conditions of phone 
support in your country/ region: www.hp.com/support. As a part of HP's 
continuing efforts to improve phone support information services, we 
advise you to check the HP website on a regular basis for new information 
regarding service features and delivery. If you cannot solve the problem by 
using the above options, call HP while you are in front of your computer 
and scanner. For faster service, please be prepared to provide the 
following information: 

- the scanner's model number (located on the scanner) 

- the scanner's serial number (located on the scanner) 

- the computer's operating system 

- the version of the scanner software (located on the scanner's CD label) 

- messages displayed at the time the situation occurred 

The applicable conditions for HP phone support are subject to change 
without notice. 

Telephone support is free from the date of purchase for the period specified 
unless otherwise noted. 



Locations 


Phone-support period 


Africa 


30 days 


Asia Pacific 


1 year 


Canada 


1 year 


Europe 


1 year (See the following tables for 
details for each country.) 


Latin America 


1 year 


Middle East 


30 days 


United States 


1 year 



phone support in the United States 

Support is available both during and after the warranty period. 

Within the period of your warranty, telephone support is provided free of charge. 
Call 800-HPINVENT (800-474-6836). 

U.S. phone support is available in both English and Spanish 24 hours a day, 7 
days a week (days and hours of support might change without notice). 

After the warranty period, call 800-HPINVENT (800-474-6836). Charges are 
$25.00 U.S. per issue, and are charged to your credit card. If you think your HP 
product needs service, call the HP Product Support Center, which can help 
determine if service is required. 

phone support in Europe, Middle East, and Africa 

HP Product Support Center phone numbers and polices can change. Visit the 
following website to check the details and conditions of phone support in your 
country/ region: www.hp.com/support. 



Algeria 


+213 (0) 61 56 45 43 


Austria 


+43 (0) 820 87 4417 


Bahrain 


+973 800 728 


hp Scanjet 5590 digital flatbed scanner 
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product support 



Belgium 


+32 070 300 005 (Dutch) 
+32 070 300 004 (French) 


Czech Republic 


+42 (0) 2 6130 7310 


Denmark 


+45 70202845 


Egypt 


+20 02 532 5222 


Finland 


+358 (0)20 3 6 6 767 


France 


+33 (0) 8 92 69 60 22 (Euro 0.34/min) 


Germany 


+49 (0) 1 80 5652 1 80 (Euro 0.1 2/min) 


Greece 


+30 1 0 60 73 603 


Hungary 


+36 (0) 1 382 1 1 1 1 


Ireland 


+353 1 890 923902 


Israel 


+972 (0) 9 830 4848 


Italy 


+39 848 800 871 


Luxembourg 


900 40 006 (French) 
900 40 007 (German) 


Morocco 


+212 224 04747 


Netherlands 


0900 2020165 (Euro 0.10 per minute) 


Norway 


+47 815 62 070 


roiana 


99 pa^ or oo 

+4o ZZ OOO VC3 UU 


Portugal 


-lPM POP 901 AQO 
+OD 1 OuO ZU 1 47 Z 


Romania 


_i_/10 1 P 1 ^ A A AO 
+4U 1 o 13 44 4Z 


Russian Federation 


+ 7 095 797 3520 (Moscow) 

,7 010 P/1A 7007 /Qt PoWcU.irr.^ 

+ / o i z o40 /yy/ \o\. retersDurgj 


— -j— 

Saudi Arabia 


_i_QAA POO P07 1AAA 
+700 oUU 07/ 1444 


Slovakia 


J.A91 9 AP90 POPO 
+4Z 1 z oozu ouou 


South Africa 


OPA OOO 10PO (8^A\ 

WOO UUU 1 uOU ^i\Or\j 

+27-1 1 258 9301 (Outside RSA) 


Spain 


j-TA on? oi n n^o 
+o^ yuz u i u ujy 


Swpnpn 


+46 10) 77-1 20 4765 


Switzerland 


+41 0848 672 672 (German, French, Italian - 
Peak time 0.08 CHF/Outside peak 0.04 CHF) 


Tunisia 


+216 1 891 222 


Turkey 


+90 216 579 71 71 


Ukraine 


+7 (380 44) 490-3520 


United Arab 
Emirates 


+971 4 883 845 


United Kingdom 


+44 (0)870 010 4320 
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other phone support worldwide 

HP Product Support Center phone numbers and polices can change. Visit the 
following website to check the details and conditions of phone support in your 
country/ region: www.hp.com/support. 



Argentina 


+54 1 1 4778 8380 
0 810 555 5520 


Australia 


+63 (3) 8877 8000 (or local (03) 8877 8000) 


Brazil 


0800 157751 
(1 1) 3747 7799 


Canada 


+ 1 800 hpinvent (or +1 800 474 6836) 

+ 1 905 206 4663 (Inside the Mississauga area) 


Central America 
and the Caribbean 


+ 1 800 71 1 2884 


Chile 


800 360 999 


China 


+86 (21) 3881 4518 


Colombia 


01 800 01 1 4726 


Costa Rica 


0 800 01 1 0524 


Dominican Republic 


1 800 71 12884 


Guatemala 


1800 999 5105 


Hong Kong SAR 


+852 2802 4098 


India 


1 600 447737 


Indonesia 


+62 (21) 350 3408 


Jamaica 


0-800-71 12884 


Japan 


0570 000 51 1 (Inside Japan) 
+81 3 3335 9800 (Outside Japan) 


Korea, Republic of 


+82 1588-3003 (Seoul) 

0 80-999-0/00 (Outside Seoul) 


Malaysia 


+60 1 800 805 405 


Mexico 


r\ i nr\r\ a "7o z La a 

01-800-4726684 
(55) 5258 9922 


New Zealand 


+64 (9) 356 6640 


Nigeria 


+234 1 3204 999 


Panama 


001 800 7112884 


Peru 


0 800 101 1 1 


Philippines 


+ 63 (2) 867 3551 


Puerto Rico 


+1 877 2320 589 


Singapore 


+65 6272 5300 


Taiwan 


+886 0 800 010055 


Thailand 


+66 (0) 2 353 9000 


Trinidad & Tobago 


1 800 71 12884 


United States 


1 800 474-6836 (800 HPINVENT) 


Venezuela 


01 800 4746 8368 


Vietnam 


+84 (0) 8 823 4530 
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I regulatory information and product 
specifications 

This section contains regulatory information and product specifications for the 
HP Scanjet 5590 scanner and accessories. 



scanner specifications (with ADF where indicated) 



Name 


Description 


Scanner type 


Flatbed with automatic document feeder (ADF) 


Weight with ADF 


5.7 kg (12.6 lbs) 


Size with ADF 


488 mm by 340 mm by 162 mm (19.21 by 13.39 by 6.38 inches) 


Scanning element 


Charged-coupled device 


Interface 


USB 2.0 Hi-Speed 


Optical resolution 


2400 by 2400 dpi hardware 


Selectable resolution 


1 2 dpi to 999,999 enhanced dpi at 1 00 percent scaling 


AC line voltage 


1 00-1 20 V 60 Hz - North America 

200-240 V 50 Hz - Continental Europe, United Kingdom, Australia 
1 00-240 V 50 Hz/60 Hz - Rest of the world 


Power consumption 
and regulatory 
information 


For power consumption data, information on power supplies and 
regulatory information see the regulatory_supplement.htm file on the HP 
Photo & Imaging software CD. 




The HP Scanjet 5590 scanner is ENERGY STAR® compliant. As an 
ENERGY STAR® partner, Hewlett-Packard Company has determined that 
this product meets the ENERGY STAR® guidelines for energy efficiency. 


transparent materials adapter (TMA) specifications 


Name 


Description 


Media types 


Three 35 mm slides or one 35 mm negative strip 


Media capacity 


Slide: 1 .05 mm to 1 .9 mm thick and 49.8 mm to 50.8 mm on any side 


Size 


287 mm by 84 mm by 50 mm (1 1 .3 by 3.3 by 1 .97 inches) 


Weight 


346 g (0.763 lbs) 


Power requirements 


1 2.0 V DC, 575 mA, 6.9 watts< (supplied by scanner) 
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automatic document feeder (ADF) specifications 



Name 


Description 


Size 


475 mm by 320 mm by 92 mm (1 8.7 by 1 2.6 by 3.6 inches) 


Weight 


2.46 kg (5.4 lbs) 


Paper tray capacity 


50 pieces of 75 g/m 2 (20-lb bond) 


Maximum paper 
size 


One-sided scanning: 210 mm by 355.6 mm (8.5 by 14 inches) 
Two-sided scanning: 210 mm by 304.8 mm (8.5 by 12 inches) 


Minimum paper size 


One-sided scanning: 89 mm by 1 27 mm (3.5 by 5 inches) 
Two-sided scanning: 1 27 mm by 1 27 mm (5 by 5 inches) 


Maximum paper 
weight 


90g/m 2 (24 lbs) 


Power requirements 


1 .0 A, 32 V, 32 watts (supplied by scanner) 

800 mA, 19 watts (peak) 625 mA, 15 watts (nominal) 


environmental specifications for the scanner, ADF, and TMA 


Name 


Description 


Temperature 


Operating the scanner and TMA: 1 0° to 35° C (50° to 95° F) 




Operating the ADF: 1 0° to 30° C (50° to 85° F) 




Storage: -40° to 60° C (-40° to 140° F) 


Relative humidity 


Operating the scanner, ADF, and TMA: 1 5 percent to 80 percent 
noncondensing 1 0° to 35° C (50° to 95° F) 




Storage: up to 90 percent at 0° to 60° C or (32° to 1 40° F) 



purchase accessories 



You can purchase accessories at your local retailer or online at 
www.hpshopping.com (USA only). For other regions, use www.hp.com anc 
select your language. Then select the shopping section. 
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• mmmmm - wjji^ffl A4 ±<m Letter */hM«tt - adf mmmm^ 

m 1 27 as x 1 27 (5x5^) 21 0 &Jf x 304.8 &Jf 

(8.5x12^) flUMBXfto 

• ifT*'J«« ' tgfflffi 88.9 &Jf x 1 27 ( 3.5 x 5 3^ ) £[J 
21 6 £tt x 356 ( 8.5 x 1 4 £Jf ) S5 WJJlffiffl*HS«3|5iSffl ° 

m * : S^l!ffi}§ffi 2 1 6 x 356 £M ( 8.5 x 1 4 ^ ) s 
Legal ' lift ADF *}§ffi-®f£HllS:£ft - 

ADF *}§ffi£-M o 

• ffiWSMfeffiS¥75SR 60 £ 90 SIS (g/m 2 ) ( 1 6 £ 24 fig ) o 
lift : ADF > KKJt > HISH > ItfflUflfH&fi 



iBAXftEfcllfiS* ADF USE** 



m adf RTssmififir 



WHIflltt A ADF 
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&. adf mmmmxi* 

ft adf t§ffi£#Hf ■ ^tammm^mmim ? sismt ° sign ■ » »m 
adf Bj£mmm±i$ i 2 uttuuMiiXtt ° eK»ss«SM*«i»BX# • 

ft® ? SiS^fil^ fiUft ■ JifflttESH ° 

adf Mfmmfemmmm • ^»Mitb?ii2fifeii®}§ffi - una hp mi 

lift? : ffiffl A4 gg Letter */J«ttjlfT»ro§JS ° ADF /J\£§ 
1 27 &Jf x 1 27 ( 5 x 5 3£|tf ) 210 Sfx 304.8 &Jf 

(8.5xl2HW) SUiIE3tft° 

£PH/Sfti£ffl TWAIN KfttJAgiCIMIffiffi ' 10 Commercial Scanjet 5590 

twain %m%m\mmjmvcmmmt - mmmwmmmmjz&m - 

mm^mm^m Commercial Scanjet 5590 TWAIN ifcfUftlfllXlfl ' li« 

1 1 Mffi±fiDS«Jf fflRH » 



ADF msw 

i^mmmmmm (^o > & adf jsa^^n^M^gsffs^EPiifi « 

IS#Ps3 5 Hffi±«Ji5Ep o 
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*SR ° /SWJilffiffl TMA ISffl 35 ^HWafflH-SSJlK ° 

• ^jwfflit tma mtmsm a an je*3S a • if as jsffis&sMs 

11 x 1 5 (4x6^)» 8]$$fiEMI$£ttE;*;giE/h ' 

fflffifinsn («&) ses-t hp eaaatiffljaffln - 



£H TMA 

«H TMA ftffftj7L# o 




2- ft** 

3- SfitS 

4- zmKftmm 

5- jfeassHoetf * 
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essR tma mmmmm9mn±tommm 

2 fiJSfflSfiUWilKSiJH^ TMA o 

3 mi± tma me*mss ■ mmmmmm&±i5 « 

4 SHS3l/Jw5±feSIA TMA m&M ° 

mm ! n^mimmmx tma agif <= s&frSAHiH^g 

5 Sgfi3l}g«J»t • 




tma mmmmmm 



mwmmwm® 35 omMKmnK - n^ffl tma jksh^s ° ttsm 




2 wfljg^-asmnaA tma ^ » 
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mimxmA tma %m 



i 



m^mim^mx tma t/t%&mtoS3&K&* 



%m ■ mm& tma xmi±mm^mmK-t&m - immmmmm^ 




HSUttRA TMA ft£ 



1 



sfsmn^KAm^* 

urn ■ mm^ tma 3ttjBfiflMt»a»s±£ffi« - immmmmm 
mmk ° ( ^mmmmm^mm ° ) 

w mn^;tA tma yessflrKriDftttow • 




1 - IBa^WKA^fi^JfePHWenSi 

2 - HSStt&jfA TMA JtiBWaffln** ■ 
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1 ffiWaSKagm^fiU-illBT • H$ TMA ^Mm^m&± o TMA Mid 



4 




US TMA 7tig)KBSS15ffi± 




&7* tma %w&mmmkVb®&ft& - ifttfxti* sg&iutfttt us 
las ° mm hp §sm - w^m-Tnm^mm » mmm^vam&^nmmm. 

wm ° 



it 
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mmmm ^ adf mmmmmmmmm ° ^jmss^JtM^ 
m%\Mmmmmmm%%mm - tma « adf « 



ffijf fflS±t8l^affl$5iJH» (USB) «fiffl«£|g ° 

shim ■ ae%H*3gj££ffi8Siffl&gJi ° ttftn&fiM 

MSH (isopropyl alcohol) . H&gWflE£S$M£±ST*6iB|i ° 



^js^ ■ hs usb «in«jB«M»ra^ffifiiai ° 

www.hp.com/support ° 



}fg TMA 



f^±M}S}it TMA o 



ADF ftilgHlftl! 



adf m^m^mmm^M^mMniRmm adf sm^iMis ° ihim 

ADF Jfffip^fttiiljlgM^iS * ADF ±M«*«Mfi!M?5 - sEEBUSi* 

n&SHt . mmm hp adf » mmm adf « $ns-sf£Ji adf - an 

ffifflT5imas7»a? ADF : 

• MfflRfligfl ADF 

• aai adf its 



4- 



4- 
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mmm^wm adf 



mum. 



2 ^mMae^MSBi ° 

4 irF»»Xft£8I (g&)° 



6 ansfli&msniiK - issa^i« 3 g 5 o 
m m^m% niimmwm adf . 

>f 3? ADF ftfl o 
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7 
8 
9 



4 n ADF ±SPT ADF jjgffi 




mm hp adf mmiumm » ^mKMm^mmmmmmmm « temm 





6 s 

a. 
b. 
c. 
d. 



Sf«± ADF SIffi o 
If llifetf SPfflPfi ADF JgfiJflD^iURfe^Bfli^aif ° 

hs&ekj adf siiii^W)fjSffii A^feflDSBH ° 
mmwm adf mi g - msium^ . 




m ADF BtMfiJSfflS± ° 

iff adf mmmmm^ - &MH«i®i§5i&gffi*a§§ » 

mm adf - «#pjJiifflffl£^3t# ° mmm ■ ffl*««ww?fi«»» 

fltiSfc * ' HUM r HP IlS^ffij o ^Jfigffl^fT«l/f^SW ADF ,|fffi/ 
ft^ffift (C99 15-6001 1) o 




r07_usermanual .book Page 16 Saturday, January 31, 2004 1:12 PM 



mmmmm 



2 ffiffl HP ADF mmiti (C991 5-60056) - ft^M^&KSffij&Stf^ 
KB? : £PH^>3W HP ADF Jf;I^ - ffiffl BJfiSMSSIWftETOS ° 

4 »T«fea>twiiiffaiiBia# ° 

5 ^±sm o 



1 # mm : Mmmmm$ « mmm adf tumxsmm « 

2 ll#MH±lS0fl ' ffitff adf ^fflen^ii*ifi ° 

3 £PSfM«II;S5ia ' IffiTMMS^ ADF $fflHft£# (C9937-68001 ) = 

adf : £mmmftmz-m>mmw - -$&mm - mmmmm 



1fg.nSt2.zkif] www.hp.com/support/scannersupplies - H±$tM$£BW# ° 
mtlQ HP ADF mm^sS, ADF - 




nn ADF 
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**7tm#J§ffli§^it!)3tft3ilK§§ (ADF) «&jKtt*mEJ£8 (TMA) HftH 

K«StKSBIH$filim5iJflDSfiS«tSS ° 

£PH^S Microsoft® Windows® 2000 s£ Windows XP ^M±£g|}§ffig§ - 
fA» 

ft Microsoft Windows «g± - $PSi±g?SlffiP B «J r *K»ttSftittStt j 

mmmm 



mm%m 



ISM 



usb tm 



mm 



^ usb «tias«ffifitiiin«H2m ° 

• res usb »sfise9BJ«as%ffifflsin«H2ffl ° 
tamm& usb hh^sm - mmt www.hp.com/suppon . 

mmimmmm/tm - m^mmmmxnmn usb ssit^ 



4- 



Macintosh fcffltf : Hfgffl r »S^ISWj 3£ffifS}§ffig§ftSjEffiiiJg 



4- 
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a. m hp mmmBmm ■ m^^iirb » 

d. nnmum^ - 60 mi - &ftH£Bi&«HVB ° 

e. mmmmmMmimmmm^mm ° 

• t§m^mmm±M lcd r ooj epjubs^t usb a&ggK ° 
ants usb «i£se^asftffi«iiii«H2n ° 

• ffis usb wsiBiEffiiteassjsflsswis ° iHm ( &ag ) -aw usb 
miiM± ° amasiEffi - usb mttffinmm ° anms&^iE 
ti - usb fi3i#«K ° 

• mum usb eitii^*ii±aD^iwi usb ° 
tamimmmm^m ' mmn r »j fiigiC («rs windows 

• mgRTflixtK ° itffi^ usb e^ffl««^±^iBfiri±teag ° 

• ffi»iliH&±ig|&®Bi£! ■ Hit 60 ■ £$ft£|I|«£tg ° 

asfls ■ n$MTftfi»fflfiit (flssffl windows mm) ° 

a. S-TIItt ' S-TISS - mm-^mUiS (ft Windows XP tp . 

b. s-T«ftt/WBga - mis hp fi^nefUkH ° 

c. ffi-T«tt/WB (sS*K - il^fiU Windows fi$It) ° 
$Dmffiffi§l^^*}iS# ' Iljfilfi www.hp.com/support sEH HP USSffi 
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nmmmmm 



M - S-TKM ■ f&ffi&-T HP Scanjet 5590 ffiffigfftflE ° 

HP Scaniet 5590 ifffitlffl HP ffitfini&St9Cfll*£lttXgR ° 



4- 



4- 
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Mr'ty$tM&33£irF ' ilansfiwww.hp.com/hpinfo/community/accessibility/ 
prodserv/ ° 



hp Scanjet Hufi 



Wjtifi www.hp.com Jil^i^fflMIfl : 

• iSff HP Scaniet liBfiitMSfffl^fl 

* uifffliiqn 



sua hp suss^* ■ mmskfiTm&m ■■ 

mm mmmmmmmmm ° iiiiis hp nafijiiixf#jiiSfara - ans 

itSSMffi - IHiit www.hp.com/support » HP IIS5ffiiH5fitf WIT 

Il3t ° ( ft» - £IWP 



www.hp.com/support Mfflm^SftH HP »|g o ®.y&*i&M& HP 




HI 



4- 



1 ! P 
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mmntm hp m^m^bmmmm^m ° shsi 
m^mm/mm&jM^Mmm^n ■ www.hp.com/suppon ° 

hp -KR^KatsmesjiiiRfiii** - aitt^w/^^*^ hp « 

ar B iii ■ ii^fflSfii5i}sffl^^aflD«is^is hp <> M*st§«?s - 

- mmmmmk* d±mm%M cd mm±) 

- m^mmmmwmm 

hp mm^mmmmmimnammw > s^sfTsai ° 







#M 


30^ 




1 # 




1 # 


mm 


mm/tmmmmn ° ) 




i # 




30^ 


mm 


i # 



4- 



sffigsjr^ , i&mmm&ttnMnitemMm ° as soo-hpinvent 

(800-474-6836) ° 



im. 800-HPINVENT (800-474-6836) ° %M : &—W%mM 



25.00 Ute ' ffiffi&«ffiffl-Nni&£8I ° ^HSfSM&K HP rip n pW*t{f SUB 



4- 
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S^/ifegSUSfSSSP'lf f^ft : www.hp.com/support ° 





+90 216 579 71 71 


-S-35 


+45 70202845 


C-.T-T 


+973 800 728 


JXt'JH^t 


+39 070 300 005 (~fcW^\ 
+32 070 300 004 (;£!§) 




+972 (0) 9 830 4848 




+36 (0) 1 382 1 1 1 1 


Baffin 


+34 902 010 059 




+oU 1 U oU /o oUo 




■ nzz onn on~7 i /i /i a 
+V66 oUU oV/ 1 444 




i a q oo qai; no nn 
+4o zz OOO VcS UU 




+33 (0) 8 92 69 60 22 ( 0.34 Stl/^II ) 




+ODO (U)zUo OO /o/ 


1-7 r J l_ ' ' TT/.A A I , -i | ,.| 


i 0"7 1 OOO O AC 

+yf 1 4 ooo o45 


n — r 1 — 7 t* r r ii 


i O 1 O IC\\ A 1 CA AC /(O 
+z 1 0 (U) O 1 DO 40 4o 


bi. iiii xir* Try,/, j-r7 


+ 7 095 797 3520 ( ^Sfff4 ) 
+7 819 346 7997 ( Is^M-f* ") 




086 000 1030 I rS3fe±t»llH?IS]*i ^ 
+27-11258 9301 ( SfWfflBJ^rttig ) 




+216 1 891 222 




+44 (01870 010 4320 




+90 09 539 5999 


mm 


+47 8 1 5 69 070 




+7 H80 441 490-3590 




+49 fOl 9 61 30 731 0 

I ^Z ^v/^ Z. U 1 vJW / J 1 w 


1°J m 


0900 9090165 ( S-ftS 0 1 0 1 




+421 2 6820 8080 


JtifeW 


+43 (0) 820 87 4417 




+353 1 890 923902 


S± 


+41 0848 672 672 ( fflB - SIS * »**IE - 

^«Ht n o.o8 chf /ft&mmrs 0.04 chf ) 




+46 (0) 77-120 4765 




+39 848 800 871 




+351 808 201 492 


%W 


+49(0)180 5652 180 (0.12 ^/^11) 




+212 224 04747 



4- 
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900 40 006 (;£!§) 




900 40 007 (filg) 




+40 1 315 44 42 



1»fl&it!!ft3tft!l*B£a 

S^/iftESUSfSSffiP'lf H«E# : www.hp.com/support ° 



TMif SfF Elf 

1 .^tz. AS AX. ] Lj l__> B J 


1 800 7112884 


1 Z*Z./J 111 H/JH^=/J J-Li/Ht 


+ 1 800 71 1 2884 




+86 (21) 3881 4518 


EH 


0800 1 57751 
(1 1) 3747 7799 


E^,l 


001 800 71 12884 


1 — 1 + 


0570 000 511 ( B^iilfttfeE ) 
+81 3 3335 9800 ( B^i-^rttiill ) 




0-800-71 12884 




+ 1 800 hpinvent (or +1 800 474 6836) 
+1 905 206 4663 ( Sffi;<MJPEiift ) 




+886 0 800 010055 




1800 999 5105 


Em 


+62 (21) 350 3408 


EPJS 


1 600 447737 




1 800 7112884 




+234 1 3204 999 




01 800 4746 8368 




+ 1 877 2320 589 




+54 1 1 4778 8380 
0 810 555 5520 


US 


1 800 474-6836 (800 HPINVENT) 




+852 2802 4098 




01 800 01 1 4726 




0 800 01 1 0524 


us 


+66 (0) 2 353 9000 


MM 


0 800 10111 


fflmm 


+64 (9) 356 6640 




+60 1 800 805 405 




800 360 999 




+ 63 (2) 867 3551 


mm 


+84 (0) 8 823 4530 



4- 



III 



4- 
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+65 6272 5300 




01-800-4726684 




(55) 5258 9922 




+63 (3) 8877 8000 ( gfcfctfe (03) 8877 8000 ) 




+82 1588-3003 (MM) 




0 80-999-0700 ( Xtt&lMfeB ) 



III 



4- 
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7 



*m^a# HP Scaniet 5590 JiffiSfflHBI^fiU'iHgiRfiS n n n«« ° 









¥f^^iK)3tft3iffiS(ADF) 


adf ^as 


5.7 S/f ( 1 2.6 fig ) 


ADF 


488 &»x340 Six 162 ( 19.21 x 1 3.39 x 6.38 ISltf ) 








MM USB 2.0 




2400 x 2400 dpi fif fl 




mmti§m i oo% h#s i 2 dpi g 999,999 ±i?g dpi 




IbUfe 100-120 V 60 Hz ; 

BftfftlS > dzM * MMM 200-240 V 50 Hz ; 

tfi^KffiiteHfe 1 00-240 V 50 Hz/60 Hz 




mmmnwrn^ * ratiMHXiiuisBftixsii - fi#H hp sm-w 

I2ff fXfi CD _h#J regulatory_supplement.htm Jgg ° 




HP Scanjet 5590 }§ffig§ fta ENERGY STAR® |I>i o f££ ENERGY STAR® 
fi^ftSIf* ' Hewlett-Packard £i]Effi£jltjin n n : 8i=r ENERGY STAR® 










35 MafflMKm-to 35 aJtflDm^ffi 




: i -05 'jxas. i -9 &mmm 49.8 s 50.8 ( a-m ) 




287 fifi x 84 x 50 £K ( 1 1 .3 x 3.3 x 1 .97 Uprf) 


Si 


346 55 (0.763 &) 




1 2.0 V DC - 575 mA - 6.9 W< ( EEj}§}fflt§Tlft ) 
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gnx#«ffia (adf) 



OTP* 


Jra Jili 




475 £jf x 320 AM x 92 £if (1 8.7 x 1 2.6 x 3.6 ^ ) 


11 


2.46 S/f (5.4 fig) 




50S75g/m 2 (20 fig) Bfflffi 




m®»ffl: 210 Sfx 355.6 &flt (8.5x14^) 
ttffiJSffl : 210 Six 304.8 &if (8.5 x 12 £qtf) 


*/.h«3R*'.h 


: 89 Sffi x 1 27 ( 3.5 x 5 ^ ) 
MWl§m : 127 fifx 127 (5x5 




90g/m 2 (24 fig) 




1.0A.32V.32W (ffiffigglifctj) 

800 mA. 19 W (lt|{I) 625 mA- 15 W (flffifffi) 


f§JBS > ADF ffi TMA Wig^fS 








Jg#}§ffi§gfq TMA : 10° ^35° C (50° ^ 95° F) 




|#ffADF:10° ^30° C (50° £ 85° F) 




: -40° ^ 60° C (-40° ^140° F) 




immm^ - adf m tma : 1 5 % g so % ?E&;g 10° ^35° c 

(50° ^95° F) 




&M : i± 0° 51 60° C bS, ( 32° 3? 1 40° F ) BfaS 90% 



MHEtt 



@IWJJlft@ifefiU*«HaiHHBft ' sSS® www.hpshopping.com if§±lil 

(ttPina ) ° stea^/iftE . iiasie www.hp.com si5c/£«m ° &g 



If! 



4- 
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